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VENDOR: 



60 
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GENERATE PARTIAL NETLIST OF 
THE EMBEDDED VENDOR CORE 



DEFINE AT LEAST ONE PSEUDO-PIN 

INPUT FOR AT LEAST SOME 
CIRCUITRY IN THE PARTIAL NETLIST 



IDENTIFY OUTPUT NODE OF 
VENDOR CIRCUIT CONNECTABLE 
TO CUSTOMER CIRCUIT 



FIG. 3 
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GENERATE ABBREVIATED CORE 
NETLIST OF VENDOR CIRCUIT 
INCLUDING PSEUDO PINS AND OUTPUT 
NODE THAT PRODUCES OUTPUTS AT 
OUTPUT NODE IN RESPONSE TO INPUT 
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CUSTOMER: 



CREATE CUSTOMER CIRCUIT 
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COMBINE NETLIST OF CUSTOMER 
CIRCUIT WITH ABBREVIATED 
CORE NETLIST TO DEFINE A 
TOTAL CIRCUIT NETLIST 
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APPLY ATPG PROGRAM TO 
ABBREVIATED TOTAL CIRCUIT NETLIST 
THAT INCLUDES PSEUDO PINS TO 
PRODUCE CIRCUIT TEST VECTORS 

I 



STRIP REFERENCES TO 
PSEUDO PINS FROM NETLIST 
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SUBSTITUTE REMOVED ORIGINAL 
CIRCUITRY INTO ORIGINAL CIRCUIT 
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APPLY TEST VECTORS TO 
ORIGINAL CIRCUITRY 



